
Vario D10 series

±0,1

ø10
/ø0,39±0,004

m
in

. 1
9/

0
,7

5
m

ax
. 2

2/
0
,8

7

m
in

. 1
00

/3
,9

4
m

ax
. 3

00
0/

1
1
8
,1

1

11±
0,1

/0,46 +0,004
±0,004

/0,43

11,8 +0,1

ø10/0,39

current collector 
12V DC / 24V DC 
max. 4A

Application example: 
current collector with 
LED light installed in 
the body.
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 Safety information
 1. Assembly only by a skilled electrician in compliance with applicable regulations
 2. Use only as intended (indoors, kitchens, etc.)
 3. To prevent hazards, a damaged outer flexible cable of this lamp may be replaced only by the manufacturer or 
   a similar trained technician.
 4. Beware of sharp edges, risk of injury
 5.  Disregard of these assembly instructions voids the manufacturer‘s warranty
 6.  The LED lighting element of this lamp cannot be replaced
 7.  Technical changes reserved

Isolated power supply,
class 2 output,
output rated 12V DC / 24V DC 
Max 4A

LED Driver with supply lead 
+ LED connector 
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CAUTION
RISK OF ELEKTRIC SHOCK
DRY LOCATION USE ONLY

USE ONLY WITH
CLASS 2 POWER UNIT

FOR WALL; CEILING,
UNDER-CABINET OR
CABINET USE ONLY


